








Light controls

Light control range

Sunis Indoor WireFreeTM RTS - Interior mounted Light Sensor

•	 Battery powered radio light sensor that will automatically control an individual  
or group of motorised blind based on the light level.

•	 Light control can be switch on/off via selector switch on the face of the sensor.

•	 Light threshold adjuster with LED to indicate the light level.

•	 Simple suction cup mounting to fix to the window pane or sill.

•	 For internal use only.

•	 Dimensions: Ø55 x 21 mm (not including suction cup mount).

Sunis WireFreeTM RTS - Exterior mounted Light Sensor

•	 Solar powered radio light sensor that will automatically control an individual or 
group of motorised blind based on the light level.

•	 Light threshold adjuster with LED to indicate the light level.

•	 Supplied with fixing plate for external mounting.

•	 Dimensions: Ø100 x 50 mm.

Telis 1 Soliris RTS - Single Channel Radio Remote Handset with Light Sensor Override

•	 Single channel radio remote control with light sensor override function.

•	 To control 1 motorised blind or 1 group of motorised blinds.

•	 Up, Down and Stop functions.

•	 The button on the bottom of the handset switches the light control on/off.

•	 Available in 3 finishes - Pure, silver and lounge.

•	 Dimensions: 145 x 49 x 22mm - except for Pure: 134 x 41 x 21mm.

Telis 4 Soliris RTS - Multi Channel Radio Remote Handset with Light Sensor Override

•	 Multi channel (5 channels ) radio remote control with light sensor override function.

•	 To control a group of motorised blinds individually and as a group.

•	 Up, Down and Stop functions.

•	 The button on the bottom of the handset switches the light control on/off.

•	 Available in 3 finishes - Pure, silver and lounge.

•	 Dimensions: 145 x 49 x 22mm - except for Pure: 134 x 41 x 21mm.

Timer controls

Timer control range

Chronis RTS - Single Channel Radio Timer Control

•	 Single channel radio timer control.

•	 To control 1 motorised blind or 1 group of motorised blinds.

•	 Programme 1 x Up and 1 x Down command for each day of the week.

•	 LCD screen providing time and next order information.

•	 Up, Down and Stop switch control from the front of the timer.

•	 Dimensions: 80 x 80 x 27 mm.

Telis 6 Chronis RTS - Multi Channel Radio Timer Control

•	 Multi channel (6 channels) radio timer control.

•	 To automatically control a group of motorised blinds individually and as a group.

•	 Can be set into manual mode to control blinds as a remote handset.

•	 Six order commands can be programmed for each day of the week.

•	 LCD screen providing time and next order information.

•	 Up, Down and Stop switch control from the front of the timer.

•	 Dimensions: 151 x 47 x 18 mm.

Note: All light controls cannot be used in conjunction with the roll-up wirefree motor.
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 40mm Unishade™ roller Tube

Roll Up, Wire Free (Battery Operated)

40mm battery powered motorised roller blinds combine the sophistication of a 
motorised solution with the simplicity of a plug & play solution. The Unishade 
40mm battery powered roller is as easy to install as a manual blind with no electric 
knowledge required. Simply install the blind as normal, plug in the battery wand 
and complete a very simple set up procedure to record the blind upper and lower 
stopping positions and pair the control to the motor.

Battery wand options	 For blinds </= 1600mm drop
	R e-loadable battery wand - rechargeable batteries can be used 
	 (must be lithium type rated at 2800mAh).
	 Single battery wand.

	 For blinds > 1600mm drop
	 Dual battery wand.

Individual or group blind control options

Individual and group blind control options

Optimise with time control options. Not suitable for light 
control options. 

Characteristics & Benefits
•	 Battery powered motor - No wiring: No electrical knowledge required - no added expense
•	 Simple installation: As easy to install as a manual blind - no disruption to decor
•	 Long battery life due to Somfy patented low consumption motor
•	 Roll-Up WireFree™ RTS: Integral radio receiver for convenient set-up and operation
•	 Programmable Up and Down stop positions set using the Somfy RTS handset

Minimum width available on this motor is 350mm

 40mm Unishade™ roller Tube

Sonesse® 30 RTS - Quiet drive 24Vdc motor

The 40mm roller blind powered by the Sonesse® 30 RTS motor, providing soft start 
& stop functionality with quiet drive operation. The speed of this motor can be set 
as low as 6 rpm up to 28rpm to achieve the desired operating speed. A plug & play 
transformer is available to simplify the installation and the blind upper and lower stop 
positions can be set from any of the radio controls listed in this guide.

Power supply option	 Power 1.5 DC 
	 24Vdc transformer to power 1 x Sonesse® 30 RTS motor
	T he Sonesse® 30 RTS motor wires are connected to the ‘quick fit’ connectors (squeeze 
	 the connector and insert the Sonesse® 30 motor cable - then release to make the 
	 connection). The transformer is powered by terminating the Live & Neutral wires of the 
	 supply cable to a standard 3 pin plug, which is plugged into a standard socket outlet.

Individual or group blind control options

Individual and group blind control options

Optimise with light or time control options.

Characteristics & Benefits
•	 Quiet drive motor: High quality performance with soft start and stop.
•	 Speed regulation: The speed of the Sonesse® motors is regulated, providing a consistent solution for projects  
	 involving groups of blinds.
•	 Simple installation: Plug and play simplicity - no electrical knowledge required.
•	 Sonesse® RTS: Integral radio receiver for convenient set-up and operation.
•	 Electronic Limit Switch: Programmable Up and Down stop positions set using any of the Somfy RTS controls.

Minimum width available on this motor is 500mm

Telis 16 RTS range
for multi channel
remote handset
operation
(16 channels)

Telis 16 RTS range
for multi channel
remote handset
operation
(16 channels)

Telis 4 RTS range
for multi channel
remote handset
operation
(5 channels)

Telis 4 RTS range
for multi channel
remote handset
operation
(5 channels)

Telis 1 RTS range
for single channel
remote handset
operation

Telis 1 RTS range
for single channel
remote handset
operation

Smoove RTS range
for single channel
wall switch
operation

Smoove RTS range
for single channel
wall switch
operation

1 2 3 1 2 3
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 45mm Unishade™ roller Tube

Sonesse® 30 RTS - Quiet drive 24Vdc motor

The 45mm roller blind powered by the Sonesse® 30 RTS motor, providing soft start 
& stop functionality with quiet drive operation. The speed of this motor can be set 
as low as 6 rpm up to 28rpm to achieve the desired operating speed. A plug & play 
transformer is available to simplify the installation and the blind upper and lower stop 
positions can be set from any of the radio controls listed in this guide.

Power supply option	 Power 1.5 DC 
	 24Vdc transformer to power 1 x Sonesse® 30 RTS motor
	T he Sonesse® 30 RTS motor wires are connected to the ‘quick fit’ connectors (squeeze 
	 the connector and insert the Sonesse® 30 motor cable - then release to make the 
	 connection). The transformer is powered by terminating the Live & Neutral wires of the 
	 supply cable to a standard 3 pin plug, which is plugged into a standard socket outlet.

Individual or group blind control options

Individual and group blind control options

Optimise with light or time control options.

Characteristics & Benefits
•	 Quiet drive motor: High quality performance with soft start and stop.

•	 Speed regulation: The speed of the Sonesse® motors is regulated, providing a consistent solution for projects  
	 involving groups of blinds.

•	 Simple installation: Plug and play simplicity - no electrical knowledge required.

•	 Sonesse® RTS: Integral radio receiver for convenient set-up and operation.

•	 Electronic Limit Switch: Programmable Up and Down stop positions set using any of the Somfy RTS controls.

Minimum width available on this motor is 500mm

Telis 16 RTS range
for multi channel
remote handset
operation
(16 channels)

Telis 16 RTS range
for multi channel
remote handset
operation
(16 channels)

Telis 4 RTS range
for multi channel
remote handset
operation
(5 channels)

Telis 4 RTS range
for multi channel
remote handset
operation
(5 channels)

Telis 1 RTS range
for single channel
remote handset
operation

Telis 1 RTS range
for single channel
remote handset
operation Smoove RTS range

for single channel
wall switch
operation

Smoove RTS range
for single channel
wall switch
operation

1 2 3

1 2 3
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Suitable for  

Cassette system 9044MM TUBE
Sonesse® 40 RTS - Quiet drive 230Vac motor

The Sonesse® 40 RTS motor, provides high quality performance with quiet drive 
operation. Motor speeds range from 30 rpm down to 12 rpm depending on the size  
of the blind and fabric selected. A standard 3 pin plug can be wired to the motor supply 
cable to provide a simple installation procedure.

Power supply option	 Standard 3 pin plug 
	 Power the Sonesse® 40 RTS motor by terminating the Live & Neutral wires of the supply  
	 cable to a standard 3 pin plug (3A fuse) - then plug into a standard socket outlet.
	 Fused spur outlet 
	 Power the Sonesse® 40 RTS motor by terminating the Live & Neutral wires of the supply 
	 cable into an electrical fused spur outlet (3A fuse). Consult with an electrician if 
	 guidance is required with this option.

Individual or group blind control options

Individual and group blind control options

Optimise with light or time control options.

Characteristics & Benefits
•	 Quiet drive motor: High quality performance with quiet operating noise.

•	 Simple installation: Power the motor from a standard 3-pin plug top and socket outlet -  
	 no electrical knowledge required.

•	 Sonesse® RTS: Integral radio receiver for convenient set-up and operation.

•	 Electronic Limit Switch: Programmable Up and Down stop positions set using any of the Somfy RTS controls.

•	 Hard Wired Option: Hard wired System 90 blinds powered by Sonesse® 40 motors are available on request. 
	C ontact our customer services department for more details.

Minimum width available on this motor is 620mm
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setting your limits

programming motors

1. Control the motor and the correct direction of rotation

Press and hold simultaneously the Up 
and Down button. The blind should 
double shunt.

Press and hold the Down
button. Does the blind
move down?

YES - The blind moves down
while pressing the down button -
Go to step 3

NO - The blind moves up while
pressing the down button -
Continue to step 2

2. Reverse the direction of rotation

To reverse the direction of the motor, 
press and hold the Stop button until 
the blind double shunts.

Press and hold the Down button to 
test that the motor direction is correct.

3. Record the Up limit position

Use the Up button to move the blind 
until itreaches the Up limit position.

Press and hold the Stop and Down 
buttons until the blind starts to  
move down.

Stop the blind atthe desired down 
limitposition (adjust with Up or Down 
if required).

4. Record the Down limit position

Press and hold the Stop and Up button 
until the blind starts to move up.

The blind will automatically stop at the 
up position.

Press and hold the Stop button until 
the blind double shunts to confirm 
the limit settings.

5. Programming the RTS control to the motor

Press the program button on the RTS control until the productdouble shunts.

adjusting motor units

Adjustment of the Down limit position

Press the Down button and 
send the blind to the down 
limitposition.

Press and hold the Up and 
Down buttons until the 
blind double shunts.

Adjustto the correctposition 
using either the Up or 
Down button.

Press and hold the 
Stop button until the 
productdouble shunts.

Adjustment of the Up limit position

Press the Up button and 
send the blind to the up 
limitposition.

Press and hold the Up and 
Down buttons until the 
blind double shunts.

Adjustto the correctposition 
using either the Up or 
Down button.

Press and hold the Stop 
button until the blind 
double shunts.
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New Limit position set

setting intermediate limits

Adjustment of the Down limit position

Use the Up or Down button to 
move the blind towards the desired 
intermediate position.

Stop the blind at the desired 
intermediate position.

Press and hold the Stop button until 
the blind double shunts.

Deleting an Intermediate position

Send the blind to the intermediate position by pressing 
and holding the Stop button.

When the blind has reached the intermediate position and 
stopped, press and hold the Stop button until there is a 
double shunt.

Using the Intermediate position

The blind must be stationary, but can be at any position. 
Press and hold the Stop button to initiate the intermediate
or ‘my’ position. The blind will automatically move the the 
IP or ‘my’ position and stop.
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Decora Blind Systems Ltd. 
1 Ferguson Drive, 
Knockmore Hill Industrial Park, 
Lisburn BT28 2FL

Sales: sales@decora.co.uk
Info: info@decora.co.uk
T: +44 (0)28 9266 3600


