




Telis 16 RTS range
for multi channel
remote handset
operation
(16 channels)

Telis 4 RTS range
for multi channel
remote handset
operation
(5 channels)

Telis 1 RTS range
for single channel
remote handset
operation

Smoove RTS range
for single channel
wall switch
operation
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Suitable for  

Cassette system 9044MM TUBE
Sonesse® 40 RTS - Quiet drive 230Vac motor

The Sonesse® 40 RTS motor, provides high quality performance with quiet drive 
operation. Motor speeds range from 30 rpm down to 12 rpm depending on the size  
of the blind and fabric selected. A standard 3 pin plug can be wired to the motor supply 
cable to provide a simple installation procedure.

Power supply option	 Standard 3 pin plug 
	 Power the Sonesse® 40 RTS motor by terminating the Live & Neutral wires of the supply  
	 cable to a standard 3 pin plug (3A fuse) - then plug into a standard socket outlet.
	 Fused spur outlet 
	 Power the Sonesse® 40 RTS motor by terminating the Live & Neutral wires of the supply 
	 cable into an electrical fused spur outlet (3A fuse). Consult with an electrician if 
	 guidance is required with this option.

Individual or group blind control options

Individual and group blind control options

Optimise with light or time control options.

Characteristics & Benefits
•	 Quiet drive motor: High quality performance with quiet operating noise.

•	 Simple installation: Power the motor from a standard 3-pin plug top and socket outlet -  
	 no electrical knowledge required.

•	 Sonesse® RTS: Integral radio receiver for convenient set-up and operation.

•	 Electronic Limit Switch: Programmable Up and Down stop positions set using any of the Somfy RTS controls.

•	 Hard Wired Option: Hard wired System 90 blinds powered by Sonesse® 40 motors are available on request. 
	C ontact our customer services department for more details.

Minimum width available on this motor is 620mm



Motorisation made easy by Decora & Somfy	 Page 14

setting your limits

programming motors

1. Control the motor and the correct direction of rotation

Press and hold simultaneously the Up 
and Down button. The blind should 
double shunt.

Press and hold the Down
button. Does the blind
move down?

YES - The blind moves down
while pressing the down button -
Go to step 3

NO - The blind moves up while
pressing the down button -
Continue to step 2

2. Reverse the direction of rotation

To reverse the direction of the motor, 
press and hold the Stop button until 
the blind double shunts.

Press and hold the Down button to 
test that the motor direction is correct.

3. Record the Up limit position

Use the Up button to move the blind 
until itreaches the Up limit position.

Press and hold the Stop and Down 
buttons until the blind starts to  
move down.

Stop the blind atthe desired down 
limitposition (adjust with Up or Down 
if required).

4. Record the Down limit position

Press and hold the Stop and Up button 
until the blind starts to move up.

The blind will automatically stop at the 
up position.

Press and hold the Stop button until 
the blind double shunts to confirm 
the limit settings.

5. Programming the RTS control to the motor

Press the program button on the RTS control until the productdouble shunts.
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adjusting motor units

Adjustment of the Down limit position

Press the Down button and 
send the blind to the down 
limitposition.

Press and hold the Up and 
Down buttons until the 
blind double shunts.

Adjustto the correctposition 
using either the Up or 
Down button.

Press and hold the 
Stop button until the 
productdouble shunts.

Adjustment of the Up limit position

Press the Up button and 
send the blind to the up 
limitposition.

Press and hold the Up and 
Down buttons until the 
blind double shunts.

Adjustto the correctposition 
using either the Up or 
Down button.

Press and hold the Stop 
button until the blind 
double shunts.
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New Limit position set

setting intermediate limits

Adjustment of the Down limit position

Use the Up or Down button to 
move the blind towards the desired 
intermediate position.

Stop the blind at the desired 
intermediate position.

Press and hold the Stop button until 
the blind double shunts.

Deleting an Intermediate position

Send the blind to the intermediate position by pressing 
and holding the Stop button.

When the blind has reached the intermediate position and 
stopped, press and hold the Stop button until there is a 
double shunt.

Using the Intermediate position

The blind must be stationary, but can be at any position. 
Press and hold the Stop button to initiate the intermediate
or ‘my’ position. The blind will automatically move the the 
IP or ‘my’ position and stop.
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Decora Blind Systems Ltd. 
1 Ferguson Drive, 
Knockmore Hill Industrial Park, 
Lisburn BT28 2FL

Sales: sales@decora.co.uk
Info: info@decora.co.uk
T: +44 (0)28 9266 3600


